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for loading table above.

• Loading figures only valid for static loads and spans with two supporting points
• Spans must be supported at each end
•  If dynamic loads or wind loads are involved, or more supporting points are applied, contact a  

structural engineer Prolyte Customer Service
•  Loading figures are based on German DIN standards; to comply with BS 7905-2 / ANSI E1.2-2006  

/ CWA 15902-2, the loading data must be multiplied by 0.85
• The self-weight of the trusses has already been taken into account
• For spans longer than indicated and with a different loading setup use the KYLo programme
• Prolyte Structures can create custom-made pieces on request

S36R - Allowable Loading

MAXIMUM ALLOWABLE POINT LOADS
Uniformly Distributed

Load
Centre Point Load Single Load Third Points

Load per Point
Single Load Fourth Points

Load per Point
Single Load Fifth Points

Load per Point

SPAN UDL DEFLECTION CPL DEFLECTION TPL QPL TPL SPAN

m ft kg/m lbs/ft mm inch kgs lbs mm inch kgs lbs kgs lbs kgs lbs total weight

2 6.6 2335,3 1571.4 3 0.11 4670,7 10308.2 3 0.11 2335,3 5154.1 1553,4 3428.3 1167,7 2577.1 21,0

3 9.8 1553,4 1045.2 7 0.27 3302,7 7289.1 6 0.23 2330,1 5142.5 1548,1 3416.8 1165,0 2571.3 31,5

4 13.1 1162,4 782.2 13 0.15 2467,9 5446.6 11 0.43 1850,9 4084.9 1233,9 2723.3 1024,2 2260.3 42,0

5 16.4 785,9 528.8 21 0.82 1964,8 4336.4 17 0.66 1473,6 3252.3 982,4 2168.2 815,4 1799.6 52,5

6 19.7 542,6 365.1 30 1.18 1627,7 3592.4 24 0.94 1220,8 2694.3 813,9 1796.2 675,5 1490.9 63,0

7 23.0 395,8 266.4 41 1.61 1385,5 3057.7 33 1.29 1039,1 2293.3 692,7 1528.9 575,0 1268.9 73,5

8 26.2 300,6 202.3 53 2.08 1202,4 2653.8 43 1.69 901,8 1990.3 601,2 1326.9 499,0 1101.3 84,0

9 29.5 235,3 158.3 67 2.63 1058,9 2337.0 54 2.12 794,2 1752.8 529,5 1168.5 439,4 969.9 94,5

10 32.8 188,6 126.9 83 3.26 943,0 2081.3 67 2.63 707,3 1561.0 471,5 1040.7 391,4 863.7 105,0

11 36.1 154,1 103.7 101 3.97 847,3 1870.0 81 3.18 635,5 1402.5 423,6 935.0 351,6 776.0 115,5

12 39.4 127,8 86.0 120 4.72 766,6 1691.9 96 3.77 575,0 1269.0 383,3 846.0 318,1 702.2 126,0

13 42.6 107,3 72.2 141 5.55 697,6 1539.5 113 4.44 523,2 1154.6 348,8 769.8 289,5 638.9 136,5

14 45.9 91,1 61.3 163 6.41 637,6 1407.2 131 5.15 478,2 1055.4 318,8 703.6 264,6 584.0 147,0

15 49.2 78,0 52.5 187 7.36 584,9 1291.0 150 5.90 438,7 968.2 292,5 645.5 242,8 535.8 157,5

16 52.5 67,3 45.3 213 8.38 538,2 1187.8 171 6.73 403,7 890.9 269,1 593.9 223,4 493.0 168,0

17 55.8 58,4 39.3 241 9.48 496,4 1095.5 193 7.59 372,3 821.6 248,2 547.7 206,0 454.6 178,5

18 59.0 51,0 34.3 270 10.63 458,6 1012.1 216 8.50 343,9 759.1 229,3 506.0 190,3 420.0 189,0

19 62.3 44,7 30.0 301 11.85 424,2 936.3 241 9.48 318,2 702.2 212,1 468.1 176,1 388.5 199,5

20 65.6 39,3 26.4 333 13.11 392,8 866.9 267 10.51 294,6 650.1 196,4 433.4 163,0 359.7 210,0

1 inch = 25,4 mm   |   1m = 3.28 ft   |   1 lbs = 0,453 kg


