X30D - Allowable Loading

Uniformly Distributed Centre Point Load Single Load Third Points | Single Load Fourth Points | Single Load Fifth Points
Load Load per Point Load per Point Load per Point

SPAN DEFLECTION DEFLECTION SPAN
1 33 1719,9 | 1157.3 1 0.04 | 17199 | 37959 1 0.04 | 860,0 | 1898.0 | 572,7 | 12639 | 4300 949.0 38
2 6.6 858,1 577.4 4 0.15 | 9139 | 2017.0 3 0.12 | 6854 | 15128 | 457,0 | 1008.5 | 3793 837.1 7,6
3 9.8 4041 2711.9 8 0.31 606,1 1337.7 6 0.24 | 4546 | 1003.3 | 3031 668.8 2516 555.1 11,4
4 131 225,6 151.8 14 0.55 | 4513 995.9 1 0.43 | 3384 746.9 2256 498.0 187,3 4133 15,2
5 16.4 143,0 96.2 22 0.86 | 357,6 789.2 18 0.71 268,2 591.9 178,8 394.6 148,4 327.5 19,0
6 19.7 98,2 66.1 32 126 | 2945 650.0 26 1.02 | 2209 487.5 147,3 325.0 122,2 269.7 22,8
7 23.0 71 47.9 43 169 | 2489 549.3 35 138 | 186,7 412.0 124,5 274.7 103,3 228.0 26,6
8 26.2 53,6 36.0 57 224 | 2142 472.8 45 177 | 160,7 354.6 107,1 236.4 88,9 196.2 30,4
9 29.5 415 27.9 72 2.83 | 186,8 412.3 57 2.24 | 1401 309.3 93,4 206.2 77,5 1711 34,2
10 32.8 32,9 22.1 89 3.50 | 1645 363.1 71 279 | 1234 272.4 82,3 181.6 68,3 150.7 38,0
" 36.1 26,5 17.9 107 | 4.21 146,0 322.1 86 3.39 | 1096 241.6 73,0 161.1 60,6 133.7 418
12 39.4 21,7 14.6 127 5.0 130,2 287.2 102 | 4.02 97,6 2154 65,1 143.6 54,0 119.2 45,6
13 426 17,9 121 150 | 590 | 1165 2571 120 | 472 87,4 192.8 58,2 128.5 48,3 106.7 49,4
14 459 14,9 10.0 174 | 6.85 | 1045 230.6 139 | 547 78,4 173.0 52,3 1153 43,4 95.7 53,2
15 49.2 12,5 8.4 199 | 7.83 93,9 207.2 159 | 6.26 70,4 1565.4 46,9 103.6 39,0 86.0 57,0
16 525 10,5 71 227 | 894 84,3 186.1 181 713 63,2 139.6 42,2 93.0 35,0 77.2 60,8

linch=254mm | 1m=328ft | 1Ibs=0,453 kg

e | oading figures only valid for static loads and spans with two supporting points

e Spans must be supported at each end

e |f dynamic loads or wind loads are involved, or more supporting points are applied, contact a
structural engineer or Prolyte Customer Service

e | oading figures are based on German DIN standards; to comply with BS 7905-2 / ANSI E1.2-2006
/ CWA 15902-2, the loading data must be multiplied by 0.85

e The self-weight of the trusses has already been taken into account

e For spans longer than indicated and with a different loading setup use the KYLo program

e Prolyte Structures can create custom-made pieces on request

e | pading tables triangle truss only valid for apex-up or apex-down

Mark approval certificate
No. 2238/04.

Test report No. 2237/04.
TUV certification only valid
for loading table above.




